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Ejector Pins
Straight Pins • DIN Standard

M 1.2344 H Core: 40-44 HRC,  Surface: 68-72 HRC

C www.procomps.com/customs

D H T L= L= L= L= L= L= L=
Pin Head Head 125mm 160mm 200mm 250mm 400mm 630mm 1000mm
Dia. Dia. Thick.

1.5 3 1.5 EPD015L125 EPD015L160 EPD015L200 EPD015L250 — — —

2 4 2 EPD02L125 EPD02L160 EPD02L200 EPD02L250 EPD02L400 — —

2.2 4 2 EPD022L125 EPD022L160 EPD022L200 EPD022L250 EPD022L400 — —

2.5 5 2 EPD025L125 EPD025L160 EPD025L200 EPD025L250 EPD025L400 — —

3 6 3 EPD03L125 EPD03L160 EPD03L200 EPD03L250 EPD03L400 — —

3.2 6 3 EPD032L125 EPD032L160 EPD032L200 EPD032L250 EPD032L400 — —

3.5 7 3 EPD035L125 EPD035L160 EPD035L200 EPD035L250 EPD035L400 — —

4 8 3 EPD04L125 EPD04L160 EPD04L200 EPD04L250 EPD04L400 EPD04L630 —

4.2 8 3 EPD042L125 EPD042L160 EPD042L200 EPD042L250 EPD042L400 — —

4.5 8 3 EPD045L125 EPD045L160 EPD045L200 EPD045L250 EPD045L400 — —

5 10 3 EPD05L125 EPD05L160 EPD05L200 EPD05L250 EPD05L400 EPD05L630 EPD05L1000

5.2 10 3 EPD052L125 EPD052L160 EPD052L200 EPD052L250 EPD052L400 — —

5.5 10 3 EPD055L125 EPD055L160 EPD055L200 EPD055L250 EPD055L400 — —

6 12 5 EPD06L125 EPD06L160 EPD06L200 EPD06L250 EPD06L400 EPD06L630 EPD06L1000

6.2 12 5 EPD062L125 EPD062L160 EPD062L200 EPD062L250 EPD062L400 EPD062L630 —

6.5 12 5 EPD065L125 EPD065L160 EPD065L200 EPD065L250 EPD065L400 — —

7 12 5 EPD07L125 EPD07L160 EPD07L200 EPD07L250 EPD07L400 — —

8 14 5 EPD08L125 EPD08L160 EPD08L200 EPD08L250 EPD08L400 EPD08L630 EPD08L1000

8.2 14 5 EPD082L125 EPD082L160 EPD082L200 EPD082L250 EPD082L400 — —

8.5 14 5 EPD085L125 EPD085L160 EPD085L200 EPD085L250 EPD085L400 — —

9 14 5 EPD09L125 EPD09L160 EPD09L200 EPD09L250 EPD09L400 — —

10 16 5 EPD10L125 EPD10L160 EPD10L200 EPD10L250 EPD10L400 EPD10L630 EPD10L1000

10.2 16 5 EPD102L125 EPD102L160 EPD102L200 EPD102L250 EPD102L400 — —

10.5 16 5 EPD105L125 EPD105L160 EPD105L200 EPD105L250 EPD105L400 — —

11 16 5 EPD11L125 EPD11L160 EPD11L200 EPD11L250 EPD11L400 — —

12 18 7 EPD12L125 EPD12L160 EPD12L200 EPD12L250 EPD12L400 EPD12L630 EPD12L1000

12.2 18 7 EPD122L125 EPD122L160 EPD122L200 EPD122L250 EPD122L400 — —

12.5 18 7 EPD125L125 EPD125L160 EPD125L200 EPD125L250 EPD125L400 — —

14 22 7 EPD14L125 EPD14L160 EPD14L200 EPD14L250 EPD14L400 EPD14L630 —

16 22 7 EPD16L125 EPD16L160 EPD16L200 EPD16L250 EPD16L400 EPD16L630 —

18 24 7 — EPD18L160 EPD18L200 EPD18L250 EPD18L400 EPD18L630 —

20 26 8 — EPD20L160 EPD20L200 EPD20L250 EPD20L400 EPD20L630 EPD20L1000

25 32 10 — EPD25L160 EPD25L200 EPD25L250 EPD25L400 EPD25L630 EPD25L1000

32 40 10 — EPD32L160 EPD32L200 EPD32L250 EPD32L400 EPD32L630 EPD32L1000
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Contact Customer Service for the availability of through-hardened ejector pins.


